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AIR POWER
CONTROL

A.P.I. is an Italian company specialized in 
the manufacturing of industrial pneumatic 
components. Since our start in 1987, we 
had an international printing and gained 
an increasingly important role in the 
market.

Innovation, design and technology of our 
products ensure to customers not just a 
product, but a sector’s excellence.
We provide solutions to specific needs 
and offer customized products designed 
to fit each application sector.



EMPLOYEES R&D
technical innovation

10%
YEARS EXPERIENCE

in pneumatics

+35

PIECES
of products each year

11MLN

APPLICATION
fields

+15

CERTIFIED
manufacturing

100%



API NEW WEBSITE 
NEW LOOK AND FEATURES

ONLINE
NOW!

The new A.P.I. website is online now!
Visit www.api-pneumatic.com to discover the new modern look and features.
The product section is completely renewed and allows you to quickly reach to what you are looking for, finding 
information, data sheets and everything to satisfy your automation needs.
You will also find a download area full of contents such as catalogues, brochures and certifications. 



API ONLINE CATALOGUE
BROWSABLE AND INTERACTIVE

A.P.I. General Catalogue is available online!
Is browsable, highly interactive, always updated and enriched with many upgrades.
Inside our General Catalogue you will be able to find a wide introduction, containing important information on 
the principles of pneumatics, on API Key Products and on the ATEX Directive. Then you will find our historical 5 
categories: Cylinders, Valves, Air Treatment, Accessories and Stainless Steel Components.
Easy to navigate, thanks to many links and bookmarks.
Save it on your browser’s favorites to be always connected with A.P.I. products and news!

Scan to browse



A careful selection of products suitable for 
installation in the most popular applications 
of industrial automation.

Solution for most applications

Competitiveness is now more than 
ever a very important factor, but 
is also crucial to install a quality 
component on applications to 
guarantee performance, reliability 
and long lasting lifetime.

Excellent value for money
Just recognize the     symbol next 
to the code or article suffix of the 
component, to know that it is part of 
the API Key Product selection.

Easy and intuitive choice

The products offered in the API 
Key Products selection are in 
stock (or the company stock the 
necessary components for their 
assembly) even in considerable 
quantities.

Wide availability Fast delivery
In an increasingly dynamic market, 
delivery schedules, condition 
customers' choices, so the products 
in the API selection can be for fast 
delivery.

API KEY PRODUCTS 
TO MEET EVERY NEED

Find them on our
browsable catalogue



API ATEX RANGE
2014/34/EU DIRECTIVE

For more than 50 series of components in the catalogue, A.P.I. offer the ATEX version on request, while some 
specific types of products are supplied as standard in accordance with Directive 2014/34/EU, in different 
classifications.
Furthermore A.P.I. offer a wide range of products ATEX certified as standard for different ATEX categories, 
according to the level of protection that they cover, and is constantly engaged in its extension.

Pneumatic cylinders, 
actuators and accessories.

Valves, solenoid valves and 
relevant accessories

Air-reservoirsAirline equipment 
and accessories



TYPE MSM
SINGLE ACTING

TYPE MDM
DOUBLE ACTING

TYPE MDMA
DOUBLE ACTING
WITH CUSHIONING

PU
SEALS

AISI 316
STAINLESS STEEL TUBE

METAL
PISTON

WITH INTEGRATED 
ELASTIC DAMPER



ROUND CYLINDERS SERIES M
AN EFFECTIVE ALTERNATIVE FOR YOUR APPLICATIONS

• Bores from Ø 32 to 63 mm
• Heads and tube connected by rolling

• Single or double acting, standard magnetic
• With elastic damper or adjustable cushionings

ATEX
compliance

ALREADY
AVAILABLE!

OPTIONS:

Low
temperature

seals

FKM
seals

↓
SHORT HEAD

WITH RADIAL CONNECTION
(AVAILABLE AS OPTION)

↓

SHORT HEAD
WITH AXIAL CONNECTION

(AVAILABLE AS OPTION)

PERFECT
TIGHTENING

Rear
spring



TYPE CLS
SINGLE ACTING
Ø 125 ÷ 200 MM

TYPE CLD
DOUBLE ACTING
Ø 125 ÷ 250 MM

AISI 304
STAINLESS STEEL

FEMALE ROD
(AS STANDARD)

AISI 304
STAINLESS STEEL

MALE THREADED ROD
(AVAILABLE AS OPTION)

FULL METAL BODY
ALUMINIUM

TUBE, HEADS AND PISTON



COMPACT CYLINDERS SERIES CL
BIG BORE COMPACT CYLINDERS

• Bores from Ø 125 to 250 mm
• DIN 3358 / ISO 5210 pattern holes on front 

end cap for industrial valves direct mounting
• Single or double acting, magnetic
• Easy mounting and maintenance

ATEX
compliance

ALREADY
AVAILABLE!

OPTIONS:

FKM
seals

DIN 3358/ISO5210
PATTERN HOLES
FOR INDUSTRIAL VALVE
DIRECT MOUNTING

AISI 304 STAINLESS STEEL
TIE RODS & NUTS

ROUND TUBE
AND TIE RODS



FULL METAL BODY
ALUMINIUM

TUBE, HEADS & PISTON

STAINLESS STEEL
INTEGRATED TIE RODS & NUTS

AISI 304
STAINLESS STEEL

FEMALE ROD
(AS STANDARD)

AISI 304
STAINLESS STEEL

MALE THREADED ROD
(AVAILABLE AS OPTION)

DIN 3358/ISO5210
PATTERN HOLES
FOR INDUSTRIAL VALVE
DIRECT MOUNTING

GATE VALVES
DIRECT MOUNTING

PINCH VALVES
DIRECT MOUNTING

PENDING
PATENT



COMPACT CYLINDERS SERIES CLB
BIG BORE COMPACT CYLINDERS WITH SPECIAL PROFILE

• Bores from Ø 125 to 200 mm
• DIN 3358 / ISO 5210 pattern holes on front

end cap for industrial valves direct mounting
• Double acting, magnetic

• Easy mounting and maintenance, resistant to contamination

ATEX
compliance

ALREADY
AVAILABLE!

OPTIONS:

FKM
seals

INTERNAL 
AIR SUPPLY
NO CONNECTION
FITTINGS NEEDED

INTEGRATED GROOVES
FOR MAGNETIC SWITCH

DIRECT MOUNTING

NAMUR
PATTERN HOLES
FOR VALVES
DIRECT MOUNTING



10MM & 14MM 5/2
SOLENOID/SPRING

10MM & 14MM 5/2
SOLENOID/SOLENOID

10MM & 14MM 5/3
OPEN CENTRES, CLOSED CENTRES
AND PRESSURIZED CENTRES

10MM & 14MM 2-3/2
NORMALLY OPEN, NORMALLY CLOSED
AND NORMALLY CLOSED/NORMALLY OPEN

FIELDBUS ®

INTERFACE
5 COMMUNICATION PROTOCOLS

IO-LINK ®

INTERFACE

SUB-D
INTERFACE

25 POLES



VALVE ISLANDS SERIES A5
UNIVERSAL, COMPACT AND VERSATILE

• Compact design
• Easy assembly

• 4 ÷ 24 base positions available
• Modular interfaces

ALREADY
AVAILABLE!

INTERNAL
OR EXTERNAL
PILOT

LED
FOR 360°
VISIBILITY

MANUAL OVERRIDE
PUSH OR TWO 
DETENTED POSITIONS

FLOW

10 MM = 300 l/min

14 MM = 600 l/min

COILS
VOLTAGE

24VDC

1,3W (MAX)



FILTER REGULATION
KNOB

WITH LOCK

FILTER ELEMENT
20 μm

(5 μm AS OPTION)

REGULATOR

MIST
SEPARATOR

PRECISION
REGULATOR

LUBRICATOR

FILTER-REGULATOR

FILTER-REGULATOR
+LUBRICATOR

SOFT-START
VALVES

2
1(P) 2(A)

3(R)

1

SHUT-OFF
VALVES

SQUARE
PRESSURE GAUGES

EMBEDDED



AIR-LINE EQUIPMENT
NEW MODULAR AIR UNITS

• G1/4”, G3/8”, G1/2”
and G1” sizes available

• Die-cast aluminium body
• Many options available
• Modular configuration

AVAILABLE
SOON!

POLYCARBONATE
LUBRICATOR AND
FILTER BOWLS
(METAL BOWLS AS OPTION)

OIL DRIPPING
ADJUSTMENT

OIL LOADING
PORT

SEMI-AUTOMATIC
DRAIN
(AUTOMATIC DRAIN AS OPTION)

OPTIONS:

Metal
bowl

TM
Automatic

drain

SA
5 μm
filter

5



INLET AND OUTLET
PRESSURE-GAUGES

(INCLUDED IN THE KIT)TYPE MLTR
MANUAL ADJUSTMENT
1/4” - 3/8” - 1/2”

FULL METAL PARTS
ALUMINIUM BODY

SILENCER
(INCLUDED IN THE KIT)

TYPE MLTP
PNEUMATIC PILOTING
3/8” - 1/2”



BOOSTER SERIES MLT
NEW SYSTEM ACCESSORIES RANGE

• Size available 1/4”, 3/8” and 1/2”
• Standard maximum inlet pressure 9 bar

• Standard pressure ratio 2:1
• Manual or air operated pressure adjustment

• Easy mounting and mainteinace

OPTIONS:

AVAILABLE
SOON!

NPT
thread

N

REGULATION
KNOB

WITH LOCK
(ON MLTR TYPE ONLY)

PNEUMATIC
PILOTING

(ON MLTP TYPE ONLY)

4:1
pressure ratio

(1/4” MLTR type only)

4:1
16 bar

max inlet pressure
(1/2” MLTR type only)

16



PRODUCT

PU SEALS
AS STANDARD

MALE THREADED
ROD

(AVAILABLE AS OPTION)

TYPE CIS
SINGLE ACTING

TYPE CI
DOUBLE ACTING

INTEGRATED
GROOVES

FOR MAGNETIC
REED SWTCHES



COMPACT CYLINDERS ISO 21287
NEW LOOK AND IMPROVED PERFORMANCES

• Bores from Ø 20 to 125 mm
• Barrel with grooves for magnetic switches

• Single or double acting, standard magnetic
• Anti-rotating types available

FULL
METAL PARTS

PRODUCT
IMPROVED!

ATEX
compliance

Low
temperature

seals

FKM
seals

Rear
spring

Male
rod

Anti-rotating
plate

DIE-CAST
ALUMINIUM
HEADS

OPTIONS:METALLIC
MAGNETIC
PISTON



• Available size: 1/8”, 1/4”, 3/8” and 1/2”
• Unidirectional function
• FKM seals as standard

STOP VALVE SERIES VX45
IN STAINLESS STEEL

ALREADY
AVAILABLE!

OPTIONS:

Manual override
with recessed button

K

RECESSED BUTTON
MANUAL OVERRIDE

(AVAILABLE AS OPTION)

G1/8” ÷ G1/2”
CONNECTIONS

AISI 316L
STAINLESS STEEL

BODY



STAINLESS STEEL CYLINDERS MOUNTINGS
NOW IN AISI 316

• Fully made in Stainless Steel AISI 316
• From bore Ø 32 to 200 mm

• Even more competitive

RANGE
IMRPOVED!



A.P.I. S.r.l.
Via Cornaggia, 107 - 22076 Mozzate (CO) - Italy

Tel. +39 0331.82.35.11 - Fax +39 0331.82.34.80
info@api-pneumatic.com

api-pneumatic.com
509127F




